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2 The package standards related to the
tests in this subpart are contained in subpart
E of this part.

of the ASME Boiler and Pressure Ves-
sel Code, Section VIII, 1995 Edition,
may be purchased from the American
Society of Mechanical Engineers, Serv-
ice Center, 22 Law Drive, P.O. Box 2900,
Fairfield, NJ 07007. It is also available
for inspection at the NRC Library,
11545 Rockville Pike, Rockville, MD
20852–2738 or at the Office of the Fed-
eral Register, 800 North Capitol Street,
NW., Suite 700, Washington, DC.; and

(4) Other plutonium bearing solids
that the Commission determines
should be exempt from the require-
ments of this section.

[63 FR 32605, June 15, 1998]

§ 71.64 Special requirements for pluto-
nium air shipments.

(a) A package for the shipment of
plutonium by air subject to § 71.88(a)(4),
in addition to satisfying the require-
ments of §§ 71.41 through 71.63, as appli-
cable, must be designed, constructed,
and prepared for shipment so that
under the tests specified in—

(1) Section 71.74 (‘‘Accident condi-
tions for air transport of plutonium’’)—

(i) The containment vessel would not
be ruptured in its post-tested condi-
tion, and the package must provide a
sufficient degree of containment to re-
strict accumulated loss of plutonium
contents to not more than an A2 quan-
tity in a period of 1 week;

(ii) The external radiation level
would not exceed 10 mSv/h (1 rem/h) at
a distance of 1 m (40 in) from the sur-
face of the package in its post-tested
condition in air; and

(iii) A single package and an array of
packages are demonstrated to be sub-
critical in accordance with this part,
except that the damaged condition of
the package must be considered to be
that which results from the plutonium
accident tests in § 71.74, rather than the
hypothetical accident tests in § 71.73;
and

(2) Section 71.74(c), there would be no
detectable leakage of water into the
containment vessel of the package.

(b) With respect to the package re-
quirements of paragraph (a), there
must be a demonstration or analytical
assessment showing that—

(1) The results of the physical testing
for package qualification would not be

adversely affected to a significant ex-
tent by—

(i) The presence, during the tests, of
the actual contents that will be trans-
ported in the package; and

(ii) Ambient water temperatures
ranging from 0.6°C (+33°F) to 38°C
(+100°F) for those qualification tests in-
volving water, and ambient atmos-
pheric temperatures ranging from
¥40°C (¥40°F) to +54°C (+130°F) for the
other qualification tests.

(2) The ability of the package to meet
the acceptance standards prescribed for
the accident condition sequential tests
would not be adversely affected if one
or more tests in the sequence were de-
leted.

§ 71.65 Additional requirements.
The Commission may, by rule, regu-

lation, or order, impose requirements
on any licensee, in addition to those es-
tablished in this part, as it deems nec-
essary or appropriate to protect public
health or to minimize danger to life or
property.
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§ 71.71 Normal conditions of transport.
(a) Evaluation. Evaluation of each

package design under normal condi-
tions of transport must include a deter-
mination of the effect on that design of
the conditions and tests specified in
this section. Separate specimens may
be used for the free drop test, the com-
pression test, and the penetration test,
if each specimen is subjected to the
water spray test before being subjected
to any of the other tests.

(b) Initial conditions. With respect to
the initial conditions for the tests in
this section, the demonstration of com-
pliance with the requirements of this
part must be based on the ambient
temperature preceding and following
the tests remaining constant at that
value between ¥29°C (¥20°F) and +38°C
(+100°F) which is most unfavorable for
the feature under consideration. The
initial internal pressure within the
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